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EZ-6000 Tape Dispenser
Operation Manual
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Warranty

ASG, Division of Jergens, Inc., warrants to the original purchaser buying the EZ-6000 
tape dispenser with the intention of use rather than resale, for a period of 6 months. 
ASG will replace those items found to be defective or otherwise fail to conform or at 
ASG’s option repay the price paid for the item. The buyer’s remedies with respect to 
any item found to be defective or otherwise not conforming shall be limited exclusively 
to the right of replacement or repayment. In no event shall ASG be liable for any 
incidental special or consequential damages or for damages in the nature of penalties. 
DISCLAIMER: Seller makes no other warranty what-so-ever, expressed or implied, 
and all implied warranties of merchantability and fitness for a particular purpose are 
disclaimed and excluded from this transaction and shall not apply to the goods sold 
hereunder.

Introduction

Thank you for purchasing an ASG industrial grade Tape Dispenser.  The EZ-6000 will cut 
most types of tape including Craft tape, Double-Sided tape, Vinyl tape, Glass Cloth Tape, 
Strapping Tape, Protective Film, Foil and many others. Tape with extremely aggressive ad-
hesive may not work properly. Tape that stretches easily may result in inconsistent lengths.

Safety Instructions

The safety guidelines in this manual must be observed in order to prevent damage to 
the machine or injury to the operator or other persons.

The safety guidelines prescribed “Warning “ and “Caution” describe possible injury or 
damage that may be suffered from operating or maintaining the machine in a manner 
other than as described in this Instruction Manual.

Read and follow the safety precautions carefully before reading the Instruction Manual.

WARNING: Indicates a potentially hazardous situation which if not 
avoided, could result in death or serious injury.

CAUTION:  Indicates that mishandling may result in danger and that 
the operator is at risk of injury, or the machine is at risk of damage.

Indicates Caution: A symbol within the triangle, or the description, 
will indicate a specific hazard.

Prohibited Action: A symbol within the circle, or with a diagonal 
stroke, will indicate prohibited action.

Required Action: A symbol within the circle, or the description, will 
indicate the required action.

Do not plug in, unplug the cord, or operate the machine with wet hands. 
Failure to observe this may result in injury due to electric shock.

Never insert your finger, or any other body part, or any foreign object into 
the machine. Failure to observe this may result in injury.

Keep hair or loose clothing away from the machine while it is operating. 
Failure to observe this may result in injury.

This machine is intended for industrial use only. Do not allow untrained 
operators or children to operate the machine. Failure to observe this may 
result in injury.
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Safety Instructions (Cont.) 
Turn off the power switch and unplug the machine prior to replacing the 
blade unit or performing any maintenance on the machine. Failure to ob-
serve this may result in serious injury.

Do not use this machine for anything other than its specified applications. 
Use of the machine for any unintended applications can cause injury to the 
operator or failure of the machine.

Identification of Parts

Identification of Parts (Cont.) 
1. CUTTER BLADE: This is the replaceable blade that cuts the tape. CAUTION: 

Blade is sharp, handle with care. 

2. BLADE SCREW: this locks the cutting blade to the blade mechanism.

3. SAFETY SW, the safety switch disables the unit when the front panel is removed.

4. FRONT PANEL: the front panel covers the blade mechanism while the machine is 
in use.

5. PANEL SCREW: these screws hold the front panel in place.

6. OVERLOAD ALARM LAMP: this will light up when the tape jams or wraps 
around a roller and stalls the machine.

7. LENGTH COUNTER: this is the 3 segment counter used to select the desired cut 
length of the tape.

8. AUTO/MANUAL SW: this switch selects manual mode or automatic mode. In 
manual mode the start switch is pressed each time a piece of tape is required. In 
auto mode a piece of tape will automatically be dispensed upon removal of the 
piece present in the machine.

9. ON/OFF SW: this is the power switch.

10. START SW

11. UPPER TAPE FEED ROLLER: the tape is inserted between this roller and the 
silicon roller when loading the tape.

12. SILICON ROLLER: the tape is inserted between this roller and the upper tape 
feed roller when loading the tape.

13. LOWER TAPE FEED ROLLER: the dispensed piece of tape will adhere to this 
roller while waiting to be removed from the machine.

14. BOBBIN: this holds the roll of tape in the machine.

15. BOBBIN HOLDER: these hold the bobbin in place.

16. AC INLET: attach the A/C cord here.

17. FUSE: this is the main fuse protecting the machine.
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18. SPARE FUSE: there is a spare fuse supplied with the machine.

19. FUSE HOLDER: this “tray” pulls out of the A/C inlet and holds the fuses.

20. SAFETY LID: this lid covers the upper tape feed roller and the silicon roller which 
present a pinching hazard while the machine is in operation.

21. LATCH: opens the safety lid.

Loading the Tape
This is an industrial tape dispenser. It is not intended for home use. It should not be 
used by untrained personnel!

1. The On/Off switch must be OFF.

2. Set the Length Counter to 200mm.

3. Set the Auto/Manual Switch to Manual.

4. Place the roll of tape on the Bobbin and put the Bobbin in the Bobbin Holder.

5. Open the Safety Lid.

6. Pull several inches off the roll and fold about 1” of tape under the surface.

7. Insert the fold between the Tape Feed Roller and the Silicon Sponge Roller.

8. Close the Safety Lid.

Operating the Machine 
1. Plug the A/C cord into a properly grounded outlet.

2. Turn the ON/OFF switch ON.

3. Press the START switch once.

4. Make sure a piece of tape is dispensed. If tape is dispensed remove it and repeat 
several times to insure that the tape is feeding properly. If the tape jams see 
CLEARING JAMMED TAPE section.

5. Set the desired length using the LENGTH COUNTER. If the adhesive is aggressive the 
tape my stretch while being pulled through the machine and shrink when dispensed 
so adjustments may be necessary.

6. The ON/OFF switch should be turned OFF when setting the tape length.

7. Do not attempt to set the length to less than 40mm. Short pieces cannot be 
removed from the machine.

8. Select MANUAL mode to feed and cut one piece of tape each time the START button 
is pressed.

9. Select AUTO to automatically feed and cut a piece of tape each time a piece of tape 
is removed from the machine.

Clearing Jammed Tape 
If the tape becomes wound around the rollers the motor will stop immediately and the 
OVERLOAD ALARM LAMP will light up.

1. Turn the ON/OFF switch OFF.

2. Remove the FRONT PANEL and take the CUTTER BLADE out of the machine (See 
instructions for changing the CUTTER BLADE).

3. Carefully remove the tape that has wound around the rollers using tweezers or 
needle nose pliers. DO NOT USE A KNIFE to cut jammed tape or you will damage 
the silicon rollers. With the power off you can turn the rollers by hand to unwind 
tape from the rollers.

4. Replace the CUTTER BLADE and reattach the FRONT PANEL. The SAFETY SWITCH 
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Clearing Jammed Tape (Cont.)
will prevent the machine from operating while the panel is off.

Replacing the Blade 

1. Turn the power OFF 

2. Remove the 2 PANEL SCREWS holding the FRONT PANEL in place and remove the 
FRONT PANEL. 

3. Use a 3mm allen wrench to remove the BLADE SCREW. NOTE: If the unit has a 
knurled BLADE SCREW, use extreme caution tightening or loosening it due to its 
close proximity to the blade. 

4. Remove the CUTTER BLADE by sliding it slightly to the left and pull it towards the 
front of the machine.

5. Insert a new CUTTER BLADE  by sliding the right edge in the slot in the edge of the 
right hand of the frame then tightening the BLADE SCREW. CAUTION: New blades 
are extremely sharp.

6. Replace the BLADE SCREW. CAUTION: If the BLADE SCREW is the knurled head 
type, tighten with extreme care to avoid touching the edge of the blade.

7. Replace the FRONT PANEL and turn the power on. 

8. Cut several test pieces to be sure the blade is not loose.

Specifications

EZ-6000

Power Requirement 100VAC 50/60 Hz 400W

120VAC 50/60 Hz 400W

220-240VAC 50/60 Hz  400W

Dimensions 166x245x243mm  |  6.5x9.6x9.6 in.  (WxHxD)

Weight 9.2 kg  |  20.3 lb

Tape Speed 47 pieces/min (100mm length  |  4in. length)
32 pieces/min (200mm length  |  8in. length)

Tape Width 15-80mm  |  0.6-3.15 in.

Cutting Length 40-999mm  | 1.6-39 in. 

Size of Tape Roll Internal Diameter: 75 mm, 31mm  |  2.9in., 1.22in.
Outside Diameter: Up to 150mm  |  Up to 5.0 in.

Accessories Bobbin (75mm, 31imm)
Power Cord
Spare Fuse 5A (100V, 120V)  3.15A(220-240V)
6 Spare Blades
Hexagonal Spanner


